
Logo Placements
8378 Waterproof Set

www.hultaforsgroup.com

 Recommended logo placements
Heat seal & Embroidery (if embroidery the garment will not be water proof anymore)
 1 Left breast
 2 Left sleeve, 20 cm below neck seam
 3 Right breast
 4 Right sleeve, 20 cm below neck seam
 6 Back, 2 cm below yoke seam
 10 Right leg, in middle of tighh
 11  Rear side of left leg (calf), centered between knee and lowest point of the trousers
 16 Rear side of right leg (calf), centered between knee and lowest point of the trousers
 18 Centred at right 
 28 Rear side of right leg,
 34  Rear side of left leg,
 63 Back, 5 cm above seam
100 Right leg, centered 2 cm above seam 
101 Right leg, centered 2 cm above seam 
 
 Placement 28 and 34 maximum size, for embroidery 250x80 mm and for heat seal 300x200 mm
 Placement 11 and 16 maximum size, for embroidery 250x80 mm and for heat seal 280x200 mm
 
 Z the logo should be read from top to bottom,
 Y the logo should be read from bottom to top

 Placement 28 and 34 maximum size, for embroidery 250x80 mm and for heat seal 300x200 mm
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Heat sealing - Temperature - NTP AG
Degrees: 170-180                         (DuraTwill) 
Pre press: 5  seconds
Press: 10  seconds
After press: 10  second


